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§ 173.433(g) of this subchapter. For LSA- 
I material, the term ‘‘LSA-I’’ may be 
used in place of the names of the radio-
nuclides. 

(2) Activity. The activity in the pack-
age must be expressed in appropriate 
SI units (e.g., Becquerels (Bq), 
Terabecquerels (TBq), etc.). The activ-
ity may also be stated in appropriate 
customary units (Curies (Ci), 
milliCuries (mCi), microCuries (uCi), 
etc.) in parentheses following the SI 
units. Abbreviations are authorized. 
Except for plutonium-239 and pluto-
nium-241, the weight in grams or kilo-
grams of fissile radionuclides may be 
inserted instead of activity units. For 
plutonium-239 and plutonium-241, the 
weight in grams of fissile radionuclides 
may be inserted in addition to the ac-
tivity units. 

(3) Transport index. (see § 173.403 of 
this subchapter.) 

(h) When one or more packages of 
Class 7 (radioactive) material are 
placed within an overpack, the over-
pack must be labeled as prescribed in 
this section, except as follows: 

(1) The ‘‘contents’’ entry on the label 
may state ‘‘mixed’’ in place of the 
names of the radionuclides unless each 
inside package contains the same 
radionuclide(s). 

(2) The ‘‘activity’’ entry on the label 
must be determined by adding together 
the number of becquerels of the Class 7 
(radioactive) materials packages con-
tained therein. 

(3) For an overpack, the transport 
index (TI) must be determined by add-
ing together the transport indices of 
the Class 7 (radioactive) materials 
packages contained therein, except 
that for a rigid overpack, the transport 
index (TI) may alternatively be deter-
mined by direct measurement as pre-
scribed in § 173.403 of this subchapter 
under the definition for ‘‘transport 
index,’’ taken by the person initially 
offering the packages contained within 
the overpack for shipment. 

(4) The category of Class 7 label for 
the overpack must be determined from 
the table in § 172.403(c) using the TI de-
rived according to paragraph (h)(3) of 
this section, and the maximum radi-
ation level on the surface of the over-
pack. 

(5) The category of the Class 7 label 
of the overpack, and not that of any of 
the packages contained therein, must 
be used in accordance with Table 1 of 
§ 172.504(e) to determine when the 
transport vehicle must be placarded. 

(6) For fissile material, the criti-
cality safety index which must be en-
tered on the overpack FISSILE label is 
the sum of the criticality safety indi-
ces of the individual packages in the 
overpack, as stated in the certificate of 
approval for the package design issued 
by the NRC or the U.S. Competent Au-
thority. 

[Amdt. 172–29, 41 FR 15996, Apr. 15, 1976] 

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting § 172.403, see the List of CFR 
Sections Affected which appears in the Find-
ing Aids section of the printed volume and 
on GPO Access. 

§ 172.404 Labels for mixed and consoli-
dated packaging. 

(a) Mixed packaging. When hazardous 
materials having different hazard 
classes are packed within the same 
packaging, or within the same outside 
container or overpack as described in 
§ 173.25 and authorized by § 173.21 of this 
subchapter, the packaging, outside 
container or overpack must be labeled 
as required for each class of hazardous 
material contained therein. 

(b) Consolidated packaging. When two 
or more packages containing compat-
ible hazardous material (see § 173.21 of 
this subchapter) are placed within the 
same outside container or overpack, 
the outside container or overpack must 
be labeled as required for each class of 
hazardous material contained therein. 

§ 172.405 Authorized label modifica-
tions. 

(a) For Classes 1, 2, 3, 4, 5, 6, and 8, 
text indicating a hazard (for example 
FLAMMABLE LIQUID) is not required 
on a primary or subsidiary label. 

(b) For a package containing Oxygen, 
compressed, or Oxygen, refrigerated 
liquid, the OXIDIZER label specified in 
§ 172.426 of this subpart, modified to dis-
play the word ‘‘OXYGEN’’ instead of 
‘‘OXIDIZER’’, and the class number 
‘‘2’’ instead of ‘‘5.1’’, may be used in 
place of the NON-FLAMMABLE GAS 
and OXIDIZER labels. Notwithstanding 
the provisions of paragraph (a) of this 
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